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(+) = A (SIGNAL, POWER)
(-) = B

SINGLE CHANNEL BARRIER STRIP

NOTES:
- DO NOT PARALLEL ASSOCIATE APPARATUS UNLESS PERMITTED BY ASSOCIATED APPARATUS APPROVAL
- CABLE CAPACITANCE & INDUCTANCE PLUS THE I.S. APPARATUS UNPROTECTED CAPACITANCE (Ci) AND INDUCTANCE (Li) MUST
  NOT EXCEED THE ALLOWED CAPACITANCE (Ca) AND INDUCTANCE (La) INDICATED ON THE ASSOCIATED APPARATUS
  [(Ccable + Ci < Ca) & (Lcable + Li < La)]

AC911-1R THROUGH AC918-1R
AC961-1R THROUGH AC968-1R

VE901-1R, VE902-1R
 

Intrinsically Safe
Securite Intrinseque
Ex ia IIC T3/T4 Ga 

Ex ia I Ma
AEx ia IIC T3/T4 
CLI GPS A,B,C,D

CLII GPS E,F,G, CLIII
CLI, Zone 0

Operating Temp Code: T3
Ambient Temp Range = -40°C to +121°C

Operating Temp Code: T4
Ambient Temp Range= -40°C to +80°C

Control Drawing INS10012
Ex ia IIC T3 -40°C < Ta< +121°C
Ex ia IIC T4 -40°C < Ta <  +80°C 

Ui=28VDC   Ii = 120mA
Ci = 0nF  Li = 0uH      Pi = 1W

CSA 221421
 

Sira 15ATEX2152X
Ex ia IIC T3-T4 Ga

Ex ia I Ma
 

IECEx SIR 15.0060X
Ex ia IIC T3-T4 Ga

Ex ia I Ma
 

CSAE 22UKEX1408X
Ex ia IIC T3 or T4 Ga

Ex ia I Ma
 (XXXX)

STRUCTURE 
CONNECTED TO
SUPPLY SOURCE
GROUND

SENSOR

MULTI-CONDUCTOR 
SHIELDED CABLE

M UPDATD CSAE 22UKEX1408X  CRE JN 03/31/2023 JN 03/31/2023
L UPDATED TO INCLUDE Ex ia Ma - CRW LC 02/22/2023 JN 02/22/2023
K CHANGED FORMAT TO BE MORE SPECIFIC, ADDED UK CA  CRW LC 02/07/2022 JN 02/07/2022
J REMOVED WT83*, CHANGED TO 120mA - CRW JBD 02/19/2019 AJN 02/19/2019

H

ADDED SINGLE CHANNEL BARRIER WIRING OPTIONS, UPDATE 
LAYOUT OF DRAWINGS AND ADD MODAL TRIAX VARIATION, 
MOVE ADDRESS TO TITLE BLOCK, SEPERATED TA & BIAXIAL 

SENSORS

- CRW / DMG MGS 4/18/2017 JLS 4/18/2017

G ADDING CTC ADDRESS - CRW TJW 6/15/2015 - -
F ADDED "X" TO ATEX AND IECEX CERTIFICATE NUMBERS - CRW TJW 6/11/2015 - -

REV DESCRIPTION ECO# DESIGNER ENG APPROVED DATE MFG APPROVED DATE

NOTES: 
- UNSPECIFIED BARRIER STRIP SHOWN
- SEE SAFETY BARRIER MANUFACTURER INSTALLATION MANUAL 
  FOR INFORMATION ON PROPER WIRING OF SENSOR CABLES TO 
  THE TERMINAL BLOCKS OF THE SAFETY BARRIER.
- WIRE COLOR FOR CLARITY ONLY

LP80*-1R, LP81*-1R, LP85*-1R, LP86*-1R
LP90*-1R, LP91*-1R, LP95*-1R, LP96*-1R

 
Intrinsically Safe

Securite Intrinseque
Ex ia IIC T4
Ex ia I Ma

Ex iaD A20 T105°C
DIP A20 IP6X T105°C

AEx ia IIC T4
AEx iaD 20 T105°C
CLI GPS A,B,C,D

CLII, GPS E,F,G, CLIII
CLI, Zone 0, Zone 20

Operating Temp Code: T4
Ambient Temp Range = -40°C TO +80°C

Control Drawing INS10012
Ex ia IIC T4 -40°C < Ta < +80°C

Ui=28VDC    Ii=120mA 
Ci= 0nF MAX    Li= 0uH MAX  Pi=1W

04 1458684 /X
(yr of mfr)

 
Sira 15ATEX2152X
Ex ia IIC T3-T4 Ga

Ex ia I Ma
 

IECEx SIR 15.0060X
Ex ia IIC T3-T4 Ga

Ex ia I Ma
 

CSAE 22UKEX1408X
Ex ia IIC T3 or T4 Ga

Ex ia I Ma
 (XXXX)

AC990-1R THROUGH AC998-1R, 
AC998-M12R

ANZEx 18.4160
Ex ia I Ma (-40°C ≤ Ta ≤ +80°C)

Ex ia IIC T3 Ga (-40°C ≤ Ta ≤ +125°C)
Ex ia IIC T4 Ga (-40°C ≤ Ta ≤ +80°C)

Control Drawing INS10172
Vmax/Ui = 28V Imax/Ii=100mA

Ci=0nF Li=0uH Pi=1W
(XXXX)

- T3 MARKING DENOTES MANUFACTURE FOR AN AMBIENT TEMPERATURE OF 125°C USING ECCOBOND 104 A/B, AND CORRECT 
CABLES ON INTEGRAL VERSIONS
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(-)

(+) (+) = A (SIGNAL, POWER)
(-) = B

SINGLE CHANNEL BARRIER STRIP

NOTES:
- DO NOT PARALLEL ASSOCIATE APPARATUS UNLESS PERMITTED BY ASSOCIATED APPARATUS APPROVAL
- CABLE CAPACITANCE & INDUCTANCE PLUS THE I.S. APPARATUS UNPROTECTED CAPACITANCE (Ci) AND INDUCTANCE (Li) MUST
  NOT EXCEED THE ALLOWED CAPACITANCE (Ca) AND INDUCTANCE (La) INDICATED ON THE ASSOCIATED APPARATUS
  [(Ccable + Ci < Ca) & (Lcable + Li < La)]

M UPDATD CSAE 22UKEX1408X  CRE JN 03/31/2023 JN 03/31/2023
L UPDATED TO INCLUDE Ex ia Ma - CRW LC 02/22/2023 JN 02/22/2023
J REMOVED WT83*, CHANGED TO 120mA - CRW JBD 02/19/2019 AJN 02/19/2019

A UPDATE TO LP TEMP CODE CHANGE, ZONE DESIGNATION 
ADDED

- JDB SAS 4/27/2007 - -

K CHANGED FORMAT TO BE MORE SPECIFIC, ADDED UK CA  CRW LC 02/07/2022 JN 02/07/2022

H

ADDED SINGLE CHANNEL BARRIER WIRING OPTIONS, UPDATE 
LAYOUT OF DRAWINGS AND ADD MODAL TRIAX VARIATION, 
MOVE ADDRESS TO TITLE BLOCK, SEPERATED TA & BIAXIAL 

SENSORS

- CRW / DMG MGS 4/18/2017 JLS 4/18/2017

G ADDING CTC ADDRESS - CRW TJW 6/15/2015 - -
F ADDED "X" TO ATEX AND IECEX CERTIFICATE NUMBERS - CRW TJW 6/11/2015 - -
E ADDED NOTE ABOUT BARRIER WIRING - CRW TJW 6/10/2015 - -
D UPDATED ENTITY PARAMETERS - CRW TL 6/4/2015 - -
C ADD TA/TRIAX VARIATIONS - DMG CRW 5/1/2015 - -
B UPDATE TO ADD LOW CAPACITANCE/DUST APPROVAL - DMG SAS 12/21/2009 - -

REV DESCRIPTION ECO# DESIGNER ENG APPROVED DATE MFG APPROVED DATE

SENSOR

MULTI-CONDUCTOR 
SHIELDED CABLE

STRUCTURE 
CONNECTED TO
SUPPLY SOURCE
GROUND

NOTES: 
- UNSPECIFIED BARRIER STRIP SHOWN
- SEE SAFETY BARRIER MANUFACTURER INSTALLATION MANUAL 
  FOR INFORMATION ON PROPER WIRING OF SENSOR CABLES TO 
  THE TERMINAL BLOCKS OF THE SAFETY BARRIER.
- WIRE COLOR FOR CLARITY ONLY

AC901-XR, AC902-XR
 

Intrinsically Safe
Securite Intrinseque
Ex ia IIC T3/T4 Ga 

Ex ia I Ma
AEx ia IIC T3/T4 
CLI GPS A,B,C,D

CLII GPS E,F,G, CLIII
CLI, Zone 0

Operating Temp Code: T3
Ambient Temp Range = -40°C to +121°C

Operating Temp Code: T4
Ambient Temp Range= -40°C to +80°C

Control Drawing INS10012
Ex ia IIC T3 -40°C < Ta< +121°C
Ex ia IIC T4 -40°C < Ta <  +80°C 

Ui=28VDC   Ii = 120mA
Ci = 51.71nF  Li = 336uH      Pi = 1W

CSA 221421
 

Sira 15ATEX2152X
Ex ia IIC T3-T4 Ga

Ex ia I Ma
 

IECEx SIR 15.0060X
Ex ia IIC T3-T4 Ga

Ex ia I Ma
 

CSAE 22UKEX1408X
Ex ia IIC T3 or T4 Ga

Ex ia I Ma
 (XXXX)

AC903-XR, AC904-XR
 

Intrinsically Safe
Securite Intrinseque
Ex ia IIC T3/T4 Ga 

Ex ia I Ma
AEx ia IIC T3/T4 
CLI GPS A,B,C,D

CLII GPS E,F,G, CLIII
CLI, Zone 0

Operating Temp Code: T3
Ambient Temp Range = -40°C to +121°C

Operating Temp Code: T4
Ambient Temp Range= -40°C to +80°C

Control Drawing INS10012
Ex ia IIC T3 -40°C < Ta< +121°C
Ex ia IIC T4 -40°C < Ta <  +80°C 

Ui=28VDC   Ii = 120mA
Ci = 64.02nF  Li = 336uH      Pi = 1W

CSA 221421
 

Sira 15ATEX2152X
Ex ia IIC T3-T4 Ga

Ex ia I Ma
 

IECEx SIR 15.0060X
Ex ia IIC T3-T4 Ga

Ex ia I Ma
 

CSAE 22UKEX1408X
Ex ia IIC T3 or T4 Ga

Ex ia I Ma
 (XXXX)

AC905-XR, AC906-XR
 

Intrinsically Safe
Securite Intrinseque
Ex ia IIC T3/T4 Ga 

Ex ia I Ma
AEx ia IIC T3/T4 
CLI GPS A,B,C,D

CLII GPS E,F,G, CLIII
CLI, Zone 0

Operating Temp Code: T3
Ambient Temp Range = -40°C to +121°C

Operating Temp Code: T4
Ambient Temp Range= -40°C to +80°C

Control Drawing INS10012
Ex ia IIC T3 -40°C < Ta< +121°C
Ex ia IIC T4 -40°C < Ta <  +80°C 

Ui=28VDC   Ii = 120mA
Ci = 80.9nF  Li = 336uH      Pi = 1W

CSA 221421
 

Sira 15ATEX2152X
Ex ia IIC T3-T4 Ga

Ex ia I Ma
 

IECEx SIR 15.0060X
Ex ia IIC T3-T4 Ga

Ex ia I Ma
 

CSAE 22UKEX1408X
Ex ia IIC T3 or T4 Ga

Ex ia I Ma
 (XXXX)

AC990-XR THROUGH AC998-XR

ANZEx 18.4160
Ex ia I Ma (-40°C ≤ Ta ≤ +80°C)

Ex ia IIC T3 Ga (-40°C ≤ Ta ≤ +125°C)
Ex ia IIC T4 Ga (-40°C ≤ Ta ≤ +80°C)

Control Drawing INS10172
Vmax/Ui = 28V Imax/Ii=100mA 

Ci=11.6nF Li=50uH Pi=1W
(XXXX)

- T3 MARKING DENOTES MANUFACTURE FOR AN AMBIENT TEMPERATURE OF 125°C USING ECCOBOND 104 A/B, AND CORRECT 
CABLES ON INTEGRAL VERSIONS


